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Standards
IEC / EN 60900

Ref Dimensions Weight (kg)

Voltages for use

Profile

MO-69913 90 x 130 0.240 1000 V 1500 V 13 mm

MO-69903 83 x 123 0.030 1 000 V 1 500 V 3 mm

MO-69904 84 x 124 0.040 1 000 V 1 500 V 4 mm

MO-69905 84 x 126 0.050 1 000 V 1 500 V 5 mm

MO-69906 85 x 125 0.070 1 000 V 1 500 V 6 mm

MO-69907 85 x 127 0.090 1 000 V 1 500 V 7 mm

MO-69908 86 x 126 0.118 1 000 V 1 500 V 8 mm

MO-69910 88 x 128 0.160 1 000 V 1 500 V 10 mm

MO-69912 90 x 130 0.200 1 000 V 1 500 V 12 mm

  MO-699..  

Insulated L-Shaped Allen Key

 
Application : 

• A hex key, also known as an Allen Key, is L shaped (90 degrees) with a 
6-sided hexagonal tip, used to loosen hex socket screws or bolts.

• Insulated hex key for live working at low voltage

Features : 

• Available in sizes 3mm-13mm
• Maximum operating voltage: 1 000 V AC - 1 500 V DC
• Orange PVC insulation
• 6 sided male fitting
• L shaped and bent to 90°
• Permanent laser marking to stop fading throughout the lifetime of the 

product via wear and tear.
• Each product has a batch number for traceability
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